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ating* I/O isolation 1,500V AC/DC dual use Package Through hole terminal Packing quantity Surface-mount terminal Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 40 V 500 mA AQV251 AQV251A AQV251AX AQV251AZ 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A AQV252AX AQV255AX AQV257AX AQV253AX AQV254AX AQV259AX AQV258AX AQV252AZ AQV255AZ AQV257AZ AQV253AZ AQV254AZ AQV259AZ AQV258AZ 250 V 400 V 200 mA 150 mA AQV253H AQV254H AQV253HA AQV254HA AQV253HAX AQV254HAX AQV253HAZ AQV254HAZ Reinforced 5,000V Tube packing style DIP6-pin Tube Tape and reel 1 tube contains: 50 pcs. 1 batch contains: 500 pcs. 1,000 pcs. *Indicate the peak AC and DC values. Note: The surface mount terminal indicator "A" and the packing style indicator "X" or "Z" are not marked on the relay. RATING 1. Absolute maximum rat
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000 V 1,500 V 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ Tube packing style AQV252AX AQV255AX AQV257AX AQV253AX AQV254AX AQV259AX AQV258AX AQV252AZ AQV255AZ AQV257AZ AQV253AZ AQV254AZ AQV259AZ AQV258AZ Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tube packing style Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254HAX AQV254HAZ Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. *Indicate the peak AC and DC values. Note: For space reasons, the 
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urent 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 250 V 400 V 1,500 V AC Reinforced 5,000 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA 200 mA 150 mA Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ AQV253HAX AQV253HAZ AQV254HAX AQV254HAZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 AQV253H AQV254H Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A AQV253HA AQV254HA Tube Tape and reel 1 tube contains 50 pcs. 1,000 pcs. 1 batch contains 500 pcs. * Indicate the peak AC and DC values. Note: For space reasons, the package type indicator "X" and "Z" are omitted from the seal. RATING 1. Absolute maximum ratings (Ambient temperature: 25C 77F) Symbol Item Type of connection AQV251(A) AQV252(A) AQV255(A) AQV257(A) AQV253(A) AQ
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500 mA AQV251 60 V 400 mA AQV252 100 V 350 mA 200 V 250 V 400 V 150 mA 1,000 V 1,500 V 1,500V AC/DC dual use Reinforced 5,000V Packing quantity Surface-mount terminal Tube packing style Picked from the 1/2/3-pin side Picked from the 4/5/6-pin side AQV251A AQV251AX AQV251AZ AQV252A AQV252AX AQV252AZ AQV255 AQV255A AQV255AX AQV255AZ 250 mA AQV257 AQV257A AQV257AX AQV257AZ 200 mA AQV253 AQV253A AQV253AX AQV253AZ AQV254 AQV254A AQV254AX AQV254AZ 30 mA AQV259 AQV259A AQV259AX AQV259AZ 20 mA AQV258 AQV258A AQV258AX AQV258AZ 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254HAX AQV254HAZ DIP6-pin Tube Tape and reel 1 tube contains: 50 pcs. 1 batch contains: 500 pcs. 1,000 pcs. *Indicate the peak AC and DC values. Note: The surface mount terminal indicator "A" and the packing style indicator "X" or "Z" are not marked on the relay. RATING 1. Absolute maximum ratings (Ambient temperature: 25C 77F) Type of Symconnec- AQV251(A) AQV252(A) AQV255(A) AQV257(A) AQV253(A) AQV25
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 AC/DC dual use Reinforced 5,000V Part No. Surface-mount terminal Through hole terminal Package Packing quantity Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 40 V 500 mA AQV251 AQV251A AQV251AX AQV251AZ 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A AQV252AX AQV255AX AQV257AX AQV253AX AQV254AX AQV259AX AQV258AX AQV252AZ AQV255AZ AQV257AZ AQV253AZ AQV254AZ AQV259AZ AQV258AZ 250 V 400 V 600 V 200 mA 150 mA 130 mA AQV253H AQV254H AQV256H AQV253HA AQV254HA AQV256HA AQV253HAX AQV254HAX AQV256HAX AQV253HAZ AQV254HAZ AQV256HAZ Tube packing style DIP6-pin Tube Tape and reel 1 tube contains: 50 pcs. 1 batch contains: 500 pcs. 1,000 pcs. *Indicate the peak AC and DC values. Note: The surface mount terminal indicator "A" and the packing style indicator "X" or "Z" are not marked on the devic
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224NSX AQV224NSZ AQV225 AQV225A AQV225AX AQV225AZ AQV225N AQV225NA AQV225NAX AQV225NAZ AQV225NS AQV225NSX AQV225NSZ AQV225S AQV225SX AQV225SZ AQV227N AQV227NA AQV227NAX AQV227NAZ AQV227NS AQV227NSX AQV227NSZ AQV234 AQV234A AQV234AX AQV234AZ AQV251 AQV251A AQV251AX AQV251AZ AQV252 AQV252A AQV252AX AQV252AZ AQV253 AQV253A AQV253AX AQV253AZ AQV253H AQV253HA AQV253HAX AQV253HAZ AQV254 AQV254A AQV254AX AQV254AZ AQV254H AQV254HA AQV254HAX AQV254HAZ AQV254R AQV254RA No Cross No Cross PS7341B-1A PS7341BL-1A PS7341BL-1A-E3 PS7341BL-1A-E4 No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross PS7200A PS7200A-1A-F3 PS7200A-1A-F4 No Cross No Cross No Cross No Cross No Cross No Cross No Cross PS7141-1A PS7141L-1A PS7141L-1A-E3 PS7141L-1A-E3 PS710A-1A PS710AL-1A PS710AL-1A-E3 PS710AL-1A-E3 PS710A-1A PS710AL-1A PS710AL-1A-E3 PS710AL-1A-E3 PS7122-1A PS7122L-1A PS7122L-1A-E3 PS7122L-1A-E4 PS7122-1A PS7122L-1A PS7122L-1A-E3 PS7122L-1A-E4 PS7342
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utput rating* Load voltage Load current 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA Through hole terminal Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tube packing style Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254
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urent 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 250 V 400 V 1,500 V AC Reinforced 5,000 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA 200 mA 150 mA Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ AQV253HAX AQV253HAZ AQV254HAX AQV254HAZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 AQV253H AQV254H Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A AQV253HA AQV254HA Tube Tape and reel 1 tube contains 50 pcs. 1,000 pcs. 1 batch contains 500 pcs. * Indicate the peak AC and DC values. Note: For space reasons, the package type indicator "X" and "Z" are omitted from the seal. RATING 1. Absolute maximum ratings (Ambient temperature: 25C 77F) Symbol Item Type of connection AQV251(A) AQV252(A) AQV255(A) AQV257(A) AQV253(A) AQ
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h hole terminal Packing quantity Surface-mount terminal Tape and reel packing style Load voltage Load current Tube packing style 40 V 500 mA AQV251 60 V 400 mA AQV252 100 V 350 mA 200 V Picked from the 1/2/3-pin side Picked from the 4/5/6-pin side AQV251A AQV251AX AQV251AZ AQV252A AQV252AX AQV252AZ AQV255 AQV255A AQV255AX AQV255AZ 250 mA AQV257 AQV257A AQV257AX AQV257AZ 250 V 200 mA AQV253 AQV253A AQV253AX AQV253AZ 400 V 150 mA AQV254 AQV254A AQV254AX AQV254AZ 1,000 V 30 mA AQV259 AQV259A AQV259AX AQV259AZ 1,500 V 20 mA AQV258 AQV258A AQV258AX AQV258AZ Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tape and reel packing style Load voltage Load current Tube packing style 250 V 200 mA AQV253H 400 V 150 mA AQV254H Picked from the 1/2/3-pin side Picked from the 4/5/6-pin side Tube Tape and reel AQV253HA AQV253HAX AQV253HAZ 1,000 pcs. AQV25
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NAX AQV224NAZ AQV224NS AQV224NSX AQV224NSZ AQV225 AQV225A AQV225AX AQV225AZ AQV225N AQV225NA AQV225NAX AQV225NAZ AQV225NS AQV225NSX AQV225NSZ AQV227N AQV227NA AQV227NAX AQV227NAZ AQV227NS AQV227NSX AQV227NSZ AQV234 AQV234A AQV234AX AQV234AZ AQV251 AQV251A AQV251AX AQV251AZ AQV252 AQV252A PS7141L-1A PS7141L-1A-E3 PS7141L-1A-E4 No Cross No Cross No Cross No Cross No Cross No Cross No Cross PS7160-1A PS7160L-1A PS7160L-1A-E3 PS7160L-1A-E4 PS7122A-1A PS7122AL-1A PS7122AL-1A-E3 PS7122AL-1A-E4 No Cross No Cross No Cross No Cross PS7341B-1A PS7341BL-1A PS7341BL-1A-E3 PS7341BL-1A-E4 No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross No Cross PS7141-1A PS7141L-1A PS7141L-1A-E3 PS7141L-1A-E3 PS710A-1A PS710AL-1A PS710AL-1A-E3 PS710AL-1A-E3 PS710A-1A PS710AL-1A 6 Pin Gull Wing 6 Pin Gull Wing 6 Pin Gull Wing 6 Pin DIP 6 Pin Gull Wing 6 Pin Gull Wing 6 Pin Gull Wing 6 Pin SOP 6 Pin
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utput rating* Load voltage Load current 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA Through hole terminal Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tube packing style Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254
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.240 P.244 P.236 P.245 P.246 RoHS () P.252 P.1129 8.8 40V60V100V200V250V 400V1,000V1,500V 6.4 3.9 8.8 (typ.0.6AQV251) 6.4 3. 6 5,000V AC : 1a 1 6 2 5 3 4 P/C : ()50500 : ()50500 ()1,0001,000 * 1,500VAC () AC/DC 5,000VAC () 40V P/C X Z 500mA AQV251 AQV251A AQV251AX AQV251AZ 60V 400mA AQV252 AQV252A AQV252AX AQV252AZ 100V 350mA AQV255 AQV255A AQV255AX AQV255AZ 200V 250mA AQV257 AQV257A AQV257AX AQV257AZ 250V 200mA AQV253 AQV253A AQV253AX AQV253AZ 400V 150mA AQV254 AQV254A AQV254AX AQV254AZ 1,000V 30mA AQV259 AQV259A AQV259AX AQV259AZ 1,500V 20mA AQV258 AQV258A AQV258AX AQV258AZ 250V 200mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400V 150mA AQV254H AQV254HA AQV254HAX AQV254HAZ ) X1, 2, 3Z4, 5, 60 "A""X""Z" **: ACDC Panasonic Electric Works Automation Controls Business Unit panasonic-denko.co.jp/ac/c HE 1a(6)(AQV2) (25) AQV251(A) AQV252(A) AQV255(A) AQV257(A) AQV253(A) AQV254(A) AQV259(A) AQV258(A) AQV253H(A) AQV254H(A) LED IF 50mA LED VR 5V IFP 1A Pin 75mW (AC) VL f100Hz0.1 40V 60V 100V 200V 250V 400V 1
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 AQV214 AQV214A AQV214H AQV214HA AQV214E AQV214EA AQV214EH AQV214EHA AQV214S AQV214SX AQV214SZ AQV215A AQV215S AQV215SX AQV215SZ AQV216S AQV217AX AQV217S AQV217SZ AQV221AZ AQV224NSZ AQV225 AQV225N AQV225NSX AQV225NSZ AQV227NA AQV234 AQV234A AQV251 AQV251A AQV251AX AQV252 AQV252A AQV252G AQV252GA AQV253 AQV254 AQV254A AQV254H AQV254HAZ AQV255 AQV257 AQV257A AQV257AX AQV257MA AQV258 AQV258A AQV258AZ AQV258HAX AQV259 AQV259A AQV259HA AQV410EH AQV410EHA AQV410EHAX AQV414 AQV414A AQV414E AQV414EA AQV414EH AQV414EHA AQV414S AQV414SZ AQV453 AQV453A 3.99 3.99 4.35 4.35 AQV221 AQV221A AQV225NS AQV227NS 3.54 3.54 3.86 3.86 3.01 3.01 3.29 3.29 5.94 5.28 4.49 5.94 5.28 4.49 3828.00/1,000 3.94 3.50 2.98 3.94 3.50 2.98 4.55 4.04 3.44 3.94 3.50 2.98 2538.00/1,000 5.94 5.28 4.49 5.94 5.28 4.49 5.76 5.76 4.36 5.94 5.28 4.49 3.94 3.50 2.98 2538.00/1,000 2538.00/1,000 AQW210 AQW210A AQW210AZ AQW210EH AQW210EHA AQW210HLA AQW210S AQW210SX AQW212 AQW212A AQW213EHA AQW214 AQW214S AQW214SX AQW214SZ 5.94 5.28 4.49 3828.0
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utput rating* Load voltage Load current 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA Through hole terminal Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tube packing style Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254
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utput rating* Load voltage Load current 40 V 60 V 100 V 200 V 250 V 400 V 1,000 V 1,500 V 500 mA 400 mA 350 mA 250 mA 200 mA 150 mA 30 mA 20 mA Through hole terminal Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side AQV251AX AQV251AZ AQV252AX AQV252AZ AQV255AX AQV255AZ AQV257AX AQV257AZ AQV253AX AQV253AZ AQV254AX AQV254AZ AQV259AX AQV259AZ AQV258AX AQV258AZ Tube packing style AQV251 AQV252 AQV255 AQV257 AQV253 AQV254 AQV259 AQV258 Packing quantity Surface-mount terminal AQV251A AQV252A AQV255A AQV257A AQV253A AQV254A AQV259A AQV258A Tube Tape and reel 1 tube contains 50 pcs. 1 batch contains 500 pcs. 1,000 pcs. 2. I/O isolation voltage: Reinforced 5,000 V Part No. Output rating* Through hole terminal Packing quantity Surface-mount terminal Tube packing style Tape and reel packing style Picked from the Picked from the 1/2/3-pin side 4/5/6-pin side Load voltage Load current 250 V 200 mA AQV253H AQV253HA AQV253HAX AQV253HAZ 400 V 150 mA AQV254H AQV254HA AQV254
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