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NTER 1.5SMC47A 1.5SMC51A 1.5SMC56A 1.5SMC6V8A 1.5SMC62A 1.5SMC68A 1.5SMC7V5A 1.5SMC75A 1.5SMC8V2A 1.5SMC82A 1.5SMC9V1A 1.5SMC91A 1.5SMC130 1.5SMC150 1.5SMC160 1.5SMC180A 1.5SMC180A 1.5SMC200 1.5SMC7V5A 1.5SMC8V2A 1.5SMC9V1A 1.5SMC100A FB1002 FB1008 FUES1B FUES1D FES1G FES1J FSS16 1N4934 1N4936 1N4937 FES1D FSS16 EGP10B EGP10D EGP10F EGP10G SB130 SB140 SB150 SB160 FSS14 FBI2M5S2 FBI2B5S2 FBI2D5S2 FBI2J5S2 FBI2L5S2 DF02M 1SMZG06GP 1SMZG06GP DF02M 1SMZG06GP 1B04 1B04S 1B06 1B06S 1B08 1B4B42 1G4B42 1H6 1H7 1H8 1J4B42 1JU41 1JU42 1KAB100E 1KAB10E 1KAB20E 1KAB40E 1KAB5E 1KAB60E 1KAB80E 1M110ZS5 1M120ZS10 1M120ZS5 1M130ZS10 1M130ZS5 1M150ZS10 1M150ZS5 1M160ZS10 1M160ZS5 1M180ZS10 1M180ZS5 1M200ZS10 1M200ZS5 1N3611GP 1N3612GP 1N3613GP 1N3614GP 1N3957GP 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001 1N4001G 1N4001G 1N4001G 1N4001G 1N4001G I.R./NIHON INTER I.R./NIHON INTER I.R./NIHON INTER I.R./NIHON INTER I.R./NIHON INTER TOSHIBA TOSHIBA RECTRON RECTRON RECTRON TOSHIBA TOSHIBA TOSHI
[image: ]136 Pages, 7525 KB, Original


FUES1D 1.0 Amp. Surface Mount Glass Passivated Ultrafast Recovery Rectifier Current 1.0 A at 75C Voltage 50 to 200 V DO-214AC (SMA) R FEATURES Low profile package Ideal for automated placement Ultrafast recovery time for high efficiency Low power losses Low forward voltage drop High forward surge current capability Solder dip 260C, 10s Component in accordance to RoHS 2011/65/EU and WEEE 2002/96/EC Meets MSL level 1, per J-STD-020, LF maximum peak of 260 C MECHANICAL DATA Case: DO-214AC (SMA). Epoxy meets UL 94V-0 flammability rating. Polarity: Color band denotes cathode end. Terminals : Matte tin plated leads, solderable per MIL-STD-750 Method 2026, J-STD-002 and JESD22-B102. Consumer grade, meets JESD 201 class 1A whisker test. HE3 suffix for high reliability grade (AEC Q101 qualified), meets JESD 201 class 2 whisker test. TYPICAL APPLICATIONS Used in high frequency rectification and freewheeling application in switching mode converters and inverters for consumer, computer, automotive and teleco
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I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. I.R. MOTO MOTO FAGOR Part Number FUES1B FUF1M FUES1D FES1G FES1J FUF1K FSS12 FSS14 FSS16 1N4934 1N4935 1N4936 1N4937 FUF4006 FES1D FSS14 FSS16 EGP10B EGP10D EGP10F EGP10G SB130 SB140 SB150 SB160 FSS14 FBI2M5S2 FBI2B5S2 FBI2D5S2 FBI2J5S2 FBI2L5S2 DF02M 1SMZG06GP DF02M 1SMZG06GP DF02M 1SMZG06GP DF04M 1SMZG06GP DF06M 1SMZG06GP DF08M W10F W01F W02F W04F W005F W06F W08F BZX85C110GP BZX85C110GP CROSS REFERENCE 3/53 Cross Reference Competitor Part Number Competitor 1M120ZS10 1M120ZS5 1M130ZS10 1M130ZS5 1M150ZS10 1M150ZS5 1M160ZS10 1M160ZS5 1M180ZS10 1M180ZS5 1M200ZS10 1M200ZS5 1N3611GP 1N3612GP 1N3613GP 1N3614GP 1N3957GP 1N4001 1N4001G 1N4001GP 1N4001ID 1N4002 1N4002G 1N4002GP 1N4002ID 1N4003 1N4003G 1N4003GP 1N4003ID 1N4004 1N4004G 1N4004GP 1N4004ID 1N4005 1N4005G 1N4005GP 1N4005ID 1N4006 1N4006G
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FUES1D 1.0 Amp. Surface Mount Glass Passivated Ultrafast Recovery Rectifier Current 1.0 A at 75C Voltage 50 to 200 V DO-214AC (SMA) R FEATURES Low profile package Ideal for automated placement Ultrafast recovery time for high efficiency Low power losses Low forward voltage drop High forward surge current capability Solder dip 260C, 10s AEC-Q101 qualified Component in accordance to RoHS 2011/65/EU and WEEE 2002/96/EC Meets MSL level 1, per J-STD-020, LF maximum peak of 260 C MECHANICAL DATA Case: DO-214AC (SMA). Epoxy meets UL 94V-0 flammability rating. Polarity: Color band denotes cathode end. Terminals : Matte tin plated leads, solderable per MIL-STD-750 Method 2026, J-STD-002 and JESD22-B102. Consumer grade, meets JESD 201 class 1A whisker test. HE3 suffix for high reliability grade, meets JESD 201 class 2 whisker test. TYPICAL APPLICATIONS Used in high frequency rectification and freewheeling application in switching mode converters and inverters for consumer, computer, automotive and telecomm
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FUES1DS 1 Amp. Surface Mounted Glass Passivated Ultrafast Efficient Rectifier Dimensions in mm. Voltage 200 V CASE: SMA/DO-214AC Current 1.0 A R Glass passivated junction High current capability The plastic material carries U/L 94 V-0 Low profile package Easy pick and place High temperature soldering 260 C 10 sec Week code MECHANICAL DATA Terminals: Solder plated, solderable per IEC 68-2-20. Standard Packaging: 4 mm. tape (EIA-RS-481). Weight: 0.064 g. Year code Type No. Class Standard soldering pad Maximun Ratings and Electrical Characteristics at 25 C FUES1DS Marking Code U9 VRRM Maximum Recurrent Peak Reverse Voltage (V) 200 VRMS Maximum RMS Voltage (V) 140 VDC Maximun DC Blocking voltage (V) 200 IF(AV) Forward current at TL = 75 C 1.0 A 8.3 ms. peak forward surge current 30 A IFSM VF IR (Jedec Method) Max. Instantaneous Forward Voltage Drop at 1.0 A 0.920 V at 0.6 A 0.865 V Maximum DC Reverse Current Ta = 25 C 2 A at Rated DC Blocking Voltage Ta = 100 C 100 A at 10V DC Blocking V
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FUES1D 1 Amp. Surface Mounted Glass Passivated Ultrafast Efficient Rectifier Dimensions in mm. CASE: SMA/DO-214AC Voltage 50 to 200 V Current 1.0 A 5.1 0.3 1.25 0.25 (R) * Glass passivated junction * High current capability * The plastic material carries U/L 94 V-0 * Low profile package * Easy pick and place * High temperature soldering 260 C 10 sec 1.25 0.25 Week code 2.0 Year code Type No. Closs MECHANICAL DATA Terminals: Solder plated, solderable per IEC 68-2-20. Standard Packaging: 4 mm. tape (EIA-RS-481). Weight: 0.064 g. 4.2 Standard soldering pad Maximum Ratings and Electrical Characteristics at 25 C Marking Code FUES1A FUES1B FUES1D UA UB UD VRRM Maximum Recurrent Peak Reverse Voltage (V) 50 100 200 VRMS Maximum RMS Voltage (V) 35 70 140 VDC Maximum DC Blocking Voltage (V) 50 200 IF(AV) Forward current at TL = 75 C 100 1.0 A IFSM 8.3 ms. peak forward surge current 30 A VF Max. Instantaneous Forward Voltage Drop at 1.0A at 0.6A 0.920 V 0.865 V IR Maximum DC Reverse Current at 
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FUES1D 1.0 Amp. Surface Mounted Glass Passivated Ultrafast Efficient Rectifier Dimensions in mm. Voltage 50 to 200 V CASE: SMA/DO-214AC Current 1.0 A R Glass passivated junction High current capability The plastic material carries U/L 94 V-0 Low profile package Easy pick and place High temperature soldering 260 C 10 sec Week code MECHANICAL DATA Terminals: Solder plated, solderable per IEC 68-2-20. Standard Packaging: 4 mm. tape (EIA-RS-481). Weight: 0.064 g. Year code Type No. Class Standard soldering pad Maximun Ratings and Electrical Characteristics at 25 C FUES1A Marking Code FUES1B FUES1D UA UB UD VRRM Maximum Recurrent Peak Reverse Voltage (V) 50 100 200 VRMS Maximum RMS Voltage (V) 35 70 140 VDC Maximun DC Blocking voltage (V) 50 100 200 IF(AV) Forward current at TL = 75 C 1.0 A 8.3 ms. peak forward surge current 30 A IFSM VF IR (Jedec Method) Max. Instantaneous Forward Voltage Drop at 1.0 A 0.920 V at 0.6 A 0.865 V Maximum DC Reverse Current Ta = 25 C 1 A at Rated DC Blocking
[image: ]2 Pages, 158 KB, Original
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