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GL-FT 50 g SS-5GLD SS-5GLD1 SS-5GLD2 SS-5GL SS-5GLT Simulated roller lever 16 g SS-5GL13-FD -- SS-5GL13-FD2 SS-5GL13-F SS-5GL13-FT 50 g SS-5GL13D SS-5GL13D1 SS-5GL13D2 SS-5GL13 SS-5GL13T Hinge roller lever 16 g SS-5GL2-FD SS-5GL2-FD1 SS-5GL2-FD2 SS-5GL2-F SS-5GL2-FT 50 g SS-5GL2D SS-5GL2D1 SS-5GL2D2 SS-5GL2 SS-5GL2T 150 g SS-10D -- -- SS-10 SS-10T 50 g SS-10GLD -- -- SS-10GL SS-10GLT Simulated roller lever 50 g SS-10GL13D -- -- SS-10GL13 SS-10GL13T Hinge roller lever 50 g SS-10GL2D -- -- SS-10GL2 SS-10GL2T Pin plunger Hinge lever Snap Action Switch SS 95 Model Number Legend SS1 2 3 4 5 1. Ratings 10: 10.1 A at 125 VAC 5: 5 A at 125 VAC 01: 0.1 A at 30 VDC 3. Maximum Operating Force (see note) None: 150 gf -F: 50 gf (0.1A and 5A versions) -E: 25 gf (0.1A versions) 2. Actuator None: Pin plunger GL: Hinge lever GL13: Simulated roller lever GL2: Hinge roller lever 4. Contact Form None: SPDT -2: SPST-NC -3: SPST-NO 5. Terminals None: Solder terminals T: Quick-connect terminals (#110) D: Straight PCB t
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 Rating 5A @ 125VAC 653-SS-5FT SS-5FT 653-SS-5D SS-5D 653-SS-5D2 SS-5D2 653-SS-5 SS-5 653-SS-5T SS-5T 653-SS-5GL-F SS-5GL-F 653-SS-5GLD SS-5GLD 653-SS-5GL SS-5GL 653-SS-5GLT SS-5GLT 653-SS-5GL13D SS-5GL13D 653-SS-5GL13 SS-5GL13 653-SS-5GL13T SS-5GL13T 653-SS-5GL2-FT SS-5GL2-FT 653-SS-5GL2D SS-5GL2D 653-SS-5GL2 SS-5GL2 653-SS-5GL2T SS-5GL2T Contact Rating 10.1A @ 125VAC 653-SS-10D SS-10D 653-SS-10 SS-10 653-SS-10T SS-10T 653-SS-10GL SS-10GL 653-SS-10GLT SS-10GLT 653-SS-10GL13T SS-10GL13T 653-SS-10GL2 SS-10GL2 653-SS-10GL2T SS-10GL2T (c) Copyright 2016 Mouser Electronics 7.3 3.2 8.55 Hinge Lever 3.30.1 3-1.6 dia. holes 2.15 15.5 Solder Terminals (5.25) 3.30.1 E F 3.30.1 11 1.85 8.80.2 3-2.8 7.1 7.60.2 16.10.2 PCB Terminals (Uneven Pitch) Quick-Connect Terminals (#110) Features: * * D Pin Plunger SS SERIES: SUBMINIATURE BASIC SNAP ACTION SWITCHES Specifications: 26.0 3-1.2 3-0.8 Economical, subminiature basic switch offers long service life (30 million operations Min.) All models are fr
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2T S UM10E20H01 SS-01GL13T S UM40B10A01 SS-5-F E 7 Cross Type Microswitch Cross Reference Microswitch Part Number OMRON Part Number UM40B10B01 SS-5GL-F S UM40B10F01 SS-5GL2-F S UM40B10H01 SS-5GL13-F E UM40B20A01 SS-5-FT E UM40B20B01 SS-5GL-FT S UM40B20F01 SS-5GL2-FT S UM40B20H01 SS-5GL13-FT E UM40D10A01 SS-5 S UM40D10B01 SS-5GL S UM40D10F01 SS-5GL2 S UM40D10H01 SS-5GL13 S UM40D20A01 SS-5T S UM40D20B01 SS-5GLT S UM40D20F01 SS-5GL2T S UM40D20H01 SS-5GL13T S UM50E10A01 SS-5 E UM50E10B01 SS-5GL S UM50E10F01 SS-5GL2 S UM50E10H01 SS-5GL13 S UM50E20A01 SS-5T E UM50E20B01 SS-5GLT S UM50E20F01 SS-5GL2T S UM50E20H01 SS-5GL13T S UX10C10A01 D2F-01F-D E UX10C10C01 D2F-01FL-D E UX10C10E01 D2F-01FL3-D S UX10C30A01 D2F-01F-T E UX10C30C01 D2F-01FL-T E 8 Cross Type Microswitch Cross Reference Microswitch Part Number OMRON Part Number Cross Type UX10C30E01 D2F-01FL3-T S UX10C50A01 D2F-01F-A E UX10C50C01 D2F-01FL-A E UX10C50E01 D2F-01FL3-A S UX10C60A01 D2F-01F-A1 E UX10C60C01 D2F-01FL-A1 E UX10C60E01 D2F-01FL3-A1 S 
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echanical / Electrical Differences E61-60H Cherry SS-5GL-F SS Some Mechanical / Electrical Differences E61-60K Cherry SS-5GL2-F SS Some Mechanical / Electrical Differences E61-80H Cherry SS-5GL-FT SS Some Mechanical / Electrical Differences E61-80K Cherry SS-5GL2-FT SS Some Mechanical / Electrical Differences E62-10A Cherry SS-10 SS Some Mechanical / Electrical Differences E62-10H Cherry SS-10GL SS Some Mechanical / Electrical Differences E62-10K Cherry SS-10GL2 SS Some Mechanical / Electrical Differences E62-30A Cherry SS-10T SS Some Mechanical / Electrical Differences E62-30H Cherry SS-10GLT SS Some Mechanical / Electrical Differences E62-30K Cherry SS-10GL2T SS Some Mechanical / Electrical Differences E62-60H Cherry SS-10GL SS Some Mechanical / Electrical Differences E62-60K Cherry SS-10GL2 SS Some Mechanical / Electrical Differences E62-80H Cherry SS-10GLT SS Some Mechanical / Electrical Differences E62-80K Cherry SS-10GL2T SS Some Mechanical / Electrical Differences E63-10A Cherry SS-01 SS S
[image: ]1060 Pages, 4351 KB, Original


m overtravel restrictions, permit easy setting * Economical, subminiature basic switch offers SS-01 SS-01FT SS-01D SS-01GL SS-01GL13 SS-01-GL-F SS-01GL2 SS-01GL2-FD SS-5 SS-5FT SS-5T SS-5D SS-5GL SS-5D2 SS-5GLT SS-5GLD SS-5GL2 SS-5GL2T SS-5GL13T SS-5GL13D SS-5GL2-FT SS-5GL-F SS-10 SS-10T SS-10D SS-10GL SS-10GLT SS-10GL2 SS-10GL2T SS-10GL13T 7.55 7.1 7.55 Features: Omron Part Number Solder Terminals 7.3 7.62 Specifications: 653-SS-01 653-SS-01FT 653-SS-01D 653-SS-01GL 653-SS-01GL13 653-SS-01-GL-F 653-SS-01GL2 653-SS-01GL2FD 653-SS-5 653-SS-5FT 653-SS-5T 653-SS-5D 653-SS-5GL 653-SS-5D2 653-SS-5GLT 653-SS-5GLD 653-SS-5GL2 653-SS-5GL2T 653-SS-5GL13T 653-SS-5GL13D 653-SS-5GL2-FT 653-SS-5GL-F 653-SS-10 653-SS-10T 653-SS-10D 653-SS-10GL 653-SS-10GLT 653-SS-10GL2 653-SS-10GL2T 653-SS-10GL13T Hinge Roller Lever Price Each 1 OMRON SS SERIES: SUBMINIATURE BASIC SWITCHES MOUSER STOCK NO. Simulated Roller Lever SS-P with pin plunger and solder terminals shown D * Contact form: SPDT * Contacts: SS
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S-5-F SS-5-FT SS-5-FD 1.47 N {150 gf} SS-5 SS-5T SS-5D 0.16 N {16 gf} SS-5GL-F SS-5GL-FT SS-5GL-FD 0.49 N {50 gf} SS-5GL SS-5GLT SS-5GLD 0.16 N {16 gf} SS-5GL13-F SS-5GL13-FT SS-5GL13-FD 0.49 N {50 gf} SS-5GL13 SS-5GL13T SS-5GL13D 0.16 N {16 gf} SS-5GL2-F SS-5GL2-FT SS-5GL2-FD 0.49 N {50 gf} SS-5GL2 SS-5GL2T SS-5GL2D Pin plunger 1.47 N {150 gf} SS-10 SS-10T SS-10D Hinge lever 0.49 N {50 gf} SS-10GL SS-10GLT SS-10GLD Simulated hinge lever 0.49 N {50 gf} SS-10GL13 SS-10GL13T SS-10GL13D Hinge roller lever 0.49 N {50 gf} SS-10GL2 SS-10GL2T SS-10GL2D Pin p plunger u ge Hinge ge lever e e Simulated hinge lever Hinge roller lever 1. EN61058-1 (IEC601058-1) approved by TUV Rheinland. 2. SPST models are also available, but not listed in the above table. 2 PCB terminal SS-01-E Hinge ge roller o e lever e e Note: Quick-connect terminal (#110) 0.49 N {50 gf} Simulated S u a ed hinge ge lever e e 10.1 A (see note 1) Soldering terminal 0.25 N {25 gf} Hinge ge lever e e 5 A (see note o e 1)) OF max. SS SS Speci
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50 g SS-5GL13D SS-5GL13D1 SS-5GL13D2 SS-5GL13 SS-5GL13T Formed hinge lever 16 g SS-5GL14-FD SS-5GL14-FD1 -- SS-5GL14-F SS-5GL14-FT 50 g SS-5GL14D SS-5GL14D1 SS-5GL14D2 SS-5GL14 SS-5GL14T Hinge roller lever 16 g SS-5GL2-FD SS-5GL2-FD1 SS-5GL2-FD2 SS-5GL2-F SS-5GL2-FT 50 g SS-5GL2D SS-5GL2D1 SS-5GL2D2 SS-5GL2 SS-5GL2T Soldered terminal Tab (#110) terminal SS-10T Simulated roller lever 10.1 A max. (Standard rivet contacts) Model PCB terminal Actuator Contact Straight vertical OF Parallel to left Parallel to right Pin plunger 150 g SS-10D -- -- SS-10 Hinge lever 50 g SS-10GLD -- -- SS-10GL SS-10GLT Simulated roller lever 50 g SS-10GL13D -- -- SS-10GL13 SS-10GL13T Formed hinge lever 50 g -- -- -- SS-10GL14 -- Hinge roller lever 50 g SS-10GL2D -- -- SS-10GL2 SS-10GL2T Specifications Characteristics Switch type General-purpose Operating speed (see note 3) Operating frequency 0.1 mm to 1 m/second (0.004 to 39.4 in/second) Mechanical 400 operations per minute (pin plunger actuator type) Electrical 60 oper
[image: ]10 Pages, 310 KB, Original


r SS-5GL13D 5A SPDT Simulated Roller Lever SS-5GL13-F 5A SPDT Simulated Roller Lever SS-5GL13T 5A SPDT Pin Plunger SS-5T 5A SPDT Hinge Roller Lever SS-5GL2 5A SPDT Hinge Roller Lever SS-5GLD2 5A SPDT Hinge Roller Lever SS-5GL2-F 5A SPDT Hinge Roller Lever SS-5GL2-FT 5A SPDT Hinge Roller Lever SS-5GL2T 10A SPDT Pin Plunger SS-10 10A SPDT Pin Plunger SS-10D 10A SPDT Hinge Lever SS-10GL 10A SPDT Simulated Roller Lever SS-10GL13T 10A SPDT Hinge Roller Lever SS-10GL2T Simulated Roller Lever Roller Lever Hinge Lever D2F series are subminiature, snap-action switches. SPDT contacts. Suitable for a wide range of applications such as household appliances, office equipment, and audio equipment. High-precision, dual-spring, reverse-action mechanism supports long life. Models shown have PC board terminals. Also available with self-supporting terminals (add suffix "-T" to end of mfg. part no.), soldered terminals (suffix "-D"), right-angle (suffix "-A"), and left-angle (suffix "-A1"); go online or call . Mfg. 
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5GL13-FD2 SS-5GL13D2 - SS-5GL14D2 SS-5GL2-FD2 SS-5GL2D2 Soldered Terminal SS-5-F SS-5 SS-5GL-F SS-5GL SS-5GL13-F SS-5GL13 SS-5GL14-F SS-5GL14 SS-5GL2-F SS-5GL2 Tab (#110) Terminal SS-5-FT SS-5T SS-5GL-FT SS-5GLT SS-5GL13-FT SS-5GL13T SS-5GL14-FT SS-5GL14T SS-5GL2-FT SS-5GL2T General-purpose 10.1 A max. (Standard rivet contacts) Actuator Pin plunger Hinge lever Simulated roller hinge lever Formed hinge lever Hinged roller lever Contact OF 150 g 50 g 50 g Part Number PCB Terminal Straight Vertical SS-10D SS-10GLD SS-10GL13D Parallel to Left - - - Parallel to Right - - - Soldered Terminal SS-10 SS-10GL SS-10GL13 Tab (#110) Terminal SS-10T SS-10GLT SS-10GL13T 50 g 50 g SS-10GL14D SS-10GL2D - - - - SS-10GL14 SS-10GL2 SS-10GL14T SS-10GL2T CONTACT FORM SPDT (common throughout the series) SPST-NO* (standard models rated at 0.1 to 0.5 A) SPST-NC* (standard models rated at 0.1 to 5 A) Sealed lead wire terminal models have color-coded leads. * The normally open (SPST-NO) and normally closed (SPST-NC) types 
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GL13-F SS-5GL13-FT 50 g SS-5GL13D SS-5GL13D1 SS-5GL13D2 SS-5GL13 SS-5GL13T Formed hinge lever 16 g SS-5GL14-FD SS-5GL14-FD1 -- SS-5GL14-F SS-5GL14-FT 50 g SS-5GL14D SS-5GL14D1 SS-5GL14D2 SS-5GL14 SS-5GL14T 16 g SS-5GL2-FD SS-5GL2-FD1 SS-5GL2-FD2 SS-5GL2-F SS-5GL2-FT 50 g SS-5GL2D SS-5GL2D1 SS-5GL2D2 SS-5GL2 SS-5GL2T Contact Straight vertical OF Parallel to left Parallel to right Soldered terminal Tab (#110) terminal Pin plunger 150 g SS-10D -- -- SS-10 SS-10T Hinge lever 50 g SS-10GLD -- -- SS-10GL SS-10GLT Simulated roller lever 50 g SS-10GL13D -- -- SS-10GL13 SS-10GL13T Formed hinge lever 50 g -- -- -- SS-10GL14 -- Hinge roller lever 50 g SS-10GL2D -- -- SS-10GL2 SS-10GL2T Hinge roller lever 10.1 A max. (Standard rivet contacts) Model PCB terminal Actuator Snap Action Switch SS 1023 Specifications Characteristics Switch type General-purpose Operating speed (see note 3) Operating frequency 0.1 mm to 1 m/second (0.004 to 39.4 in/second) Mechanical 400 operations per minute (pin plunger actuator t
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S-5-F SS-5-FT SS-5-FD 1.47 N {150 gf} SS-5 SS-5T SS-5D 0.16 N {16 gf} SS-5GL-F SS-5GL-FT SS-5GL-FD 0.49 N {50 gf} SS-5GL SS-5GLT SS-5GLD 0.16 N {16 gf} SS-5GL13-F SS-5GL13-FT SS-5GL13-FD 0.49 N {50 gf} SS-5GL13 SS-5GL13T SS-5GL13D 0.16 N {16 gf} SS-5GL2-F SS-5GL2-FT SS-5GL2-FD 0.49 N {50 gf} SS-5GL2 SS-5GL2T SS-5GL2D Pin plunger 1.47 N {150 gf} SS-10 SS-10T SS-10D Hinge lever 0.49 N {50 gf} SS-10GL SS-10GLT SS-10GLD Simulated roller lever 0.49 N {50 gf} SS-10GL13 SS-10GL13T SS-10GL13D Hinge roller lever 0.49 N {50 gf} SS-10GL2 SS-10GL2T SS-10GL2D Hinge g roller lever Pin plunger p g Hinge g lever Simulated roller lever Hinge roller lever Note: Quick-connect terminal (#110) 0.49 N {50 gf} Simulated roller lever 10.1 A Solder terminal 0.25 N {25 gf} Hinge g lever 5A OF max. Contact your OMRON representative for details on SPST-NO and SPST-NC models. SS SS Specifications Ratings Type Rated voltage SS-10, SS-5 SS-01 Non-inductive load Resistive load NC Generalpurpose p p Note: NO Inductive load Lamp 
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2-3T SPDT SS-10GL2D SS-5GL2D SS-01GL2D SPST-NC SS-10GL2-2D SS-5GL2-2D SS-01GL2-2D CPST-NO Solder terminal 10.1 A SS-10GL2-3D SS-5GL2-3D SS-01GL2-3D --- SS-5GL2-F SS-01GL2-F SPST-NC --- SS-5GL2-F-2 SS-01GL2-F-2 CPST-NO --- SS-5GL2-F-3 SS-01GL2-F-3 SPDT --- SS-5GL2-FT SS-01GL2-FT SPST-NC --- SS-5GL2-F-2T SS-01GL2-F-2T CPST-NO --- SS-5GL2-F-3T SS-01GL2-F-3T SPDT --- SS-5GL2-FD SS-01GL2-FD SPDT 0.16 N {16 gf} SPST-NC --- SS-5GL2-F-2D SS-01GL2-F-2D CPST-NO --- SS-5GL2-F-3D SS-01GL2-F-3D --- --- SS-01GL2-E SPST-NC --- --- SS-01GL2-E-2 SPDT 0.08 N {8 gf} CPST-NO --- --- SS-01GL2-E-3 SPDT --- --- SS-01GL2-ET SPST-NC --- --- SS-01GL2-E-2T CPST-NO --- --- SS-01GL2-E-3T SPDT --- --- SS-01GL2-ED SPST-NC --- --- SS-01GL2-E-2D CPST-NO --- --- SS-01GL2-E-3D Heat resistive models Actuator Pin plunger Hinge lever Terminal Solder terminal Contact Form SPDT Rating OF max. 1.47 N {150 gf} 4 SS-5-T 0.1 A SS-01-T Quick-connect SS-10T-T SS-5T-T SS-01T-T SS-10D-T SS-5D-T SS-01D-T SS-10GL-T SS-5GL-T SS-01GL-T SS-10GLT-T 
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S-5-F SS-5-FT SS-5-FD 1.47 N {150 gf} SS-5 SS-5T SS-5D 0.16 N {16 gf} SS-5GL-F SS-5GL-FT SS-5GL-FD 0.49 N {50 gf} SS-5GL SS-5GLT SS-5GLD 0.16 N {16 gf} SS-5GL13-F SS-5GL13-FT SS-5GL13-FD 0.49 N {50 gf} SS-5GL13 SS-5GL13T SS-5GL13D 0.16 N {16 gf} SS-5GL2-F SS-5GL2-FT SS-5GL2-FD 0.49 N {50 gf} SS-5GL2 SS-5GL2T SS-5GL2D Pin plunger 1.47 N {150 gf} SS-10 SS-10T SS-10D Hinge lever 0.49 N {50 gf} SS-10GL SS-10GLT SS-10GLD Simulated roller lever 0.49 N {50 gf} SS-10GL13 SS-10GL13T SS-10GL13D Hinge roller lever 0.49 N {50 gf} SS-10GL2 SS-10GL2T SS-10GL2D Pin plunger p g Hinge g lever Simulated roller lever Hinge g roller lever 5A Pin plunger p g Hinge g lever Simulated roller lever Hinge roller lever 10.1 A Note: OF max. PCB terminals Consult your OMRON sales representative for details on SPST-NO and SPST-NC models. 169 SS SS Specifications Ratings Item Model Resistive load Rated voltage SS-10 250 VAC 10.1 A SS-5 125 VAC 250 VAC 5A 3A SS-01 125 VAC 0.1 A 30 VDC 0.1 A Note: The ratings values apply under 
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50 g SS-5GL13D SS-5GL13D1 SS-5GL13D2 SS-5GL13 SS-5GL13T Formed hinge lever 16 g SS-5GL14-FD SS-5GL14-FD1 -- SS-5GL14-F SS-5GL14-FT 50 g SS-5GL14D SS-5GL14D1 SS-5GL14D2 SS-5GL14 SS-5GL14T Hinge roller lever 16 g SS-5GL2-FD SS-5GL2-FD1 SS-5GL2-FD2 SS-5GL2-F SS-5GL2-FT 50 g SS-5GL2D SS-5GL2D1 SS-5GL2D2 SS-5GL2 SS-5GL2T Soldered terminal Tab (#110) terminal SS-10T Simulated roller lever 10.1 A max. (Standard rivet contacts) Model PCB terminal Actuator Contact Straight vertical OF Parallel to left Parallel to right Pin plunger 150 g SS-10D -- -- SS-10 Hinge lever 50 g SS-10GLD -- -- SS-10GL SS-10GLT Simulated roller lever 50 g SS-10GL13D -- -- SS-10GL13 SS-10GL13T Formed hinge lever 50 g -- -- -- SS-10GL14 -- Hinge roller lever 50 g SS-10GL2D -- -- SS-10GL2 SS-10GL2T Specifications Characteristics Switch type General-purpose Operating speed (see note 3) Operating frequency 0.1 mm to 1 m/second (0.004 to 39.4 in/second) Mechanical 400 operations per minute (pin plunger actuator type) Electrical 60 oper
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 faible force - tres faible force Pouvoir de coupure Types de contact et materiau Sorties Levier 50 g 16 g 8g 10,1A/125... 250V~ Pastille (contact fixe; Ag, partie mobile AgNi) SS -5GLT Y SS -5GL13T SS -5GL2T Y - faible force SS-5-FT SS-5GL-FT SS-5GL13-FT SS-5GL2-FT Modele de base - faible force SS-5D Y SS-5-FD SS-5GLD Y SS-5GL-FD 0,1A/125V~ SS-5GL13D Y SS-5GL13-FD 0,1A/30V= SS-5GL2D Y SS-5GL2-FD Crossbar (plaque Au) SS SS Modele de base SS-01 - faible force SS-01F - tres faible force SS-01E Modele de base SS-01T cosses de - faible force SS-01-FT 2,8mm (#110) Sorties - tres faible force SS-01-ET Modele de base SS-01D P circuit Par i i - faible force SS-01-FD imprime** - tres faible force SS-01-ED Notes: *1. Tous les modeles a levier de references SS-10GL(-), SS-5GL(-) et SS-01GL(-) sont egalement disponibles avec un levier plus long (cf "dimensions"); les references sont respectivement SS10GL111(-), SS-5GL11(-) et SS-01GL111(-). *2. Les modeles SS-5 pour circuit imprime sont egalement disponibles
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